November 15, 2004 / Vol. 29, No. 22 / OPTICS LETTERS

2623

Experimental observation of true left-handed transmission
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We report true left-handed (LH) behavior in a composite metamaterial consisting of a periodically arranged
split ring resonator (SRR) and wire structures. We demonstrate the magnetic resonance of the SRR
structure by comparing the transmission spectra of SRRs with those of closed SRRs. We have confirmed
experimentally that the effective plasma frequency of the LH material composed of SRRs and wires is
lower than the plasma frequency of the wires. A well-defined LH transmission band with a peak value of
21.2 dB 共20.3 dB兾cm兲 was obtained. The experimental results agree extremely well with the theoretical
calculations. © 2004 Optical Society of America
OCIS codes: 120.7000, 260.2110.

In 1968, Veselago predicted that a medium with
negative permittivity e and negative permeability
m will exhibit unusual physical properties such as
negative refraction, reversal of Doppler shift, and
backward Čerenkov radiation.1 In such a medium
the electric, magnetic, and wave vector components
form a left-handed coordinate system; hence the
name left-handed material is used for description.
Recently this idea was experimentally investigated
by construction of a composite metamaterial (CMM)
consisting of two components that have e共v兲 , 0 and
m共v兲 , 0 simultaneously over a certain frequency
range.2,3 Whereas a medium with e , 0 can easily
be achieved, e.g., by periodically arranged metallic
wires,4 obtaining m共v兲 , 0 was a challenge because
of the lack of a magnetic charge. Pendry et al.
suggested that a periodic array of metallic split ring
resonator (SRR) structures exhibits m共v兲 , 0 close to
magnetic resonance frequency vp .5 Various studies
that employed different structure designs extended
this investigation.2,3,6 – 8 Negative refraction of electromagnetic waves at the interface of CMMs was
also observed,9 – 11 which supports the existence of a
left-handed material.
The existence of passbands for CMM within the respective stop bands of SRR-only and wire-only media
is intuitively considered evidence of left-handed behavior. In this Letter, by measuring vp for the CMM and
for wire-only structures, we demonstrate experimentally that the dielectric response of the CMM differs
substantially from that of the wire-only medium. It is
evident that a shift in plasma frequency renders the
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aforementioned intuitive approach inapplicable. This
is a new attribute that was not recognized in previous
research. Based on this observation, we present a new
CMM structure that exhibits true left-handed behavior and has a transmission band with a peak value at
21.2 dB. To our knowledge, this is the highest transmission value reported for a left-handed material.
In general, a SRR structure exhibits both magnetic
resonance5 induced by the splits at the rings and electric resonance12 induced by the dipolelike charge distribution along the incident electric field. A bandgap in
the transmission spectrum of a periodic SRR medium
may be due to negative e or negative m or solely to the
periodicity. The ambiguity can be lifted by use of a
structure in which the splits in the ring resonators are
closed. This will destroy the magnetic resonance but
maintain the electric resonance. A frequency gap that
is present in the transmission spectrum of the SRR
medium but not in that of the closed split ring resonator (CSRR) medium will then correspond to m , 0.
The SRR [Fig. 1(a)] and CSRR [Fig. 1(b)] units are
fabricated on a FR4 circuit board with a deposited copper layer of 30-mm thickness.6 The geometric parameters of the SRR are d 苷 t 苷 0.2 mm, w 苷 0.9 mm, and
r 苷 1.6 mm, as shown in Fig. 1(a). The circuit board
has a 1.6-mm thickness and dielectric constant e 苷 4.4.
SRR units are arranged periodically, with 5, 15, and
18 unit cells in the x, y, and z directions, respectively.
The dimensions of a unit cell containing a single SRR
are ax 苷 ay 苷 8.8 mm and az 苷 6.5 mm. Transmission measurements are performed in free space, where,
unlike in a waveguide measurement, no restriction on
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Fig. 1. Schematics of (a) a single SRR, (b) a CSRR, (c) a
periodic CMM composed of SRRs on one side and wires on
the other side of a dielectric board.

the size of the structures is imposed. The experimental measurement setup consists of a HP 8510C network
analyzer and a set of microwave horn antennas for different parts of the frequency spectrum. The incident
field propagates along the x direction, with E and H
along the y and z directions, respectively.
Figure 2 shows the measured transmission spectra
of periodic SRRs and CSRRs from 3 to 14 GHz. The
first bandgap (3.55 –4.05 GHz) of the SRR medium is
not present in the CSRR medium, indicating that m ,
0. The second bandgap (8.1 – 11.9 GHz) is present for
both the SRR medium and the CSRR medium. This
measurement clearly shows that the stop bands of a
SRR medium cannot be automatically assumed to be
negative-m behavior. Some of the observed gaps could
also originate from the electrical response of the SRRs
or from Bragg gaps that are due to periodicity.
Another point to be discussed is the electric response
of the CMM. Previously reported transmission results did not emphasize the contribution of the electric
response of SRRs to that of wire structures. However,
it was recently found12 that the SRRs, in addition to
their resonant magnetic response at vm , exhibit a
resonant response at a higher frequency vo that has
an electric character. This behavior is similar to that
of a periodic cut-wire medium that exhibits a stop
band with a well-defined lower edge that is due to
the discontinuous wire geometry.8 As a result, the
SRRs contribute to the effective permittivity of the
CMM, causing a downward shift in the plasma frequency determined solely from wire structures.12 To
demonstrate this effect we used a CMM consisting of
periodic alternating layers of CSRRs and wires. The
thickness, length, and width of the wires were 30 mm,
13.5 cm, and 0.9 mm, respectively. Figure 3 displays
the measured transmission spectra of wire-only media
and CMMs consisting of CSRR and wire layers. The
vp of the wire-only structure near 8 GHz is reduced to
5.3 GHz within the closed CMM structure. As shown
in Fig. 3, vp of the CMM is lower than that of the
wire-only medium alone. It is crucial to determine
whether the shift in plasma cutoff frequency covers
the magnetic resonance gap, which would render the
CMM a right-handed medium.

We have designed the present SRRs such that the
first bandgap of a SRR structure at 3.55 – 4.05 GHz
is not obscured by this shift. The CMM structure is
made from Nx 苷 5, Ny 苷 15, and Nz 苷 24 unit cells.
Each unit cell has a single SRR and a copper wire that
comprises stacked SRR and wire layers [Fig. 1(c)], with
lattice spacings ax 苷 ay 苷 8.8 mm and az 苷 6.5 mm.
The transmission spectra for SRR only, wire only, and
CMM periodic structures are displayed in Fig. 4(a).
The simulation results [Fig. 4(b)] agree well with the
experimental data.
The CMM structure permits propagation of electromagnetic waves at 3.6–4.1 GHz, where both e and m
are negative. The CMM passband exactly coincides
with the stop band of the SRR. The transmission
peak at 3.9 GHz is 21.2 dB, which is a significantly
high value for a material made from metals. Similarly, the simulations predict a transmission peak
at 3.92 GHz of 21.5 dB. We stress that a similar
transmission band is not present for a CMM composed
of CSRRs and wires (Fig. 3). The electric response
contribution of SRRs is also evident here: If vp of the
wire-only structure [dashed curve in Fig. 4(a)] were
used to identify the e , 0 regime for the CMM, the
transmission from 5.3 to 8 GHz would have occurred in
a regime with e , 0 and m . 0, which is not possible.

Fig. 2. Measured transmission spectra of a periodic SRR
medium and a periodic CSRR medium from 3 to 14 GHz.

Fig. 3. Measured transmission spectra of wires and
closed CMMs (CCMMs) achieved by periodic arrangement
of CSRRs and wires.
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successfully identify the regions of negative permeability and negative permittivity of SRR structures.
We also conf irmed experimentally that vp of the
CMM composed of SRRs and wires is lower than
wires-only plasma frequency vp , as is essential for the
design of CMM structures and the interpretation of
transmission spectra. Finally, our detailed numerical
calculations agree quantitatively with the experimental results.
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Fig. 4. Transmission spectra of SRRs, wires, and open
CMMs: (a) experiment and (b) simulation.

However, as Fig. 3 suggests, the e . 0 regime of the
combined electric response of SRRs and wires starts
at 5.3 GHz.
In conclusion, we have successfully demonstrated
true left-handed behavior in free space with a high
transmission peak. The left-handed transmission
band exactly coincides with the region where both
dielectric permittivity and magnetic permeability take
negative values. By closing the splits of the SRRs,
we experimentally verified the magnetic resonance of
the SRR structures. Using this procedure, one can
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